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PHONE:  516.328.3300 • FAX:  516.326.8827 • WWW.SDP-SI.COM     INTERMITTENT MOTION
4 & 5 POINTS
1/4 SHAFT

 MATERIAL: 
 303 Stainless Steel

 DRIVER TRAVEL:
    Either direction and reversible

Available on special order:
1/8 & 3/16 shaft units and
special Geneva Mechanisms

PRECISION GENEVA MECHANISMS
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INCH COMPONENT

S9904Y-GIM072
S9904Y-GIM090
S9904Y-GIM090A

Driver
Motion

Fig.
No.

Intermittent
Driven
Motion

No.
of

Points

No.
of

Cam Followers
Catalog Number

Ø2-1/4
.625

RECOMMENDED
CENTER DISTANCE

CAM FOLLOWER
(Ball Bearing)

Ø1.250

.893
.262 #50

SPOT
DRILL

#6-32
SET 
SCREW1.250 R.

Ø2.468 +.002
-.000

Ø.2498+.0005
-.0000

Ø.2498 +.0005
-.0000

1.5187+.001
-.000

Fig. 2    5 Point

1/32

RECOMMENDED
CENTER DISTANCE

Ø2-1/4
.625

CAM FOLLOWER
(Ball Bearing)

Ø1.250

.977
.339 #50

SPOT
DRILL

#6-32
SET 
SCREW

1.000 R.

 Ø1.969+.002
-.000

Ø.2498+.0005
-.0000

Ø.2498+.0005
-.0000

1.3824 +.001
-.000

Fig. 1    4 Point
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