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PRECISION DISC DIALS

CLOCKWISE
PRECISION LASER ENGRAVED

 MATERIAL: 
 2024 Aluminum, Black Hard Anodized

 MODIFICATION:
    Assembled with hubs upon request at
    nominal charge.

    See index for hubs

D820  P10-71
D810  P10-83
D795  P10-
D243  P82
D790  P10-73
D787  P10-72

S1228Y-GA--X
11-15-91

REV:  10.2.19  JC
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Steps in
Degrees
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RangeCatalog Number

INCH COMPONENT

S1228Y-GA-01
S1228Y-GA-02
S1228Y-GA-03
S1228Y-GA-04
S1228Y-GA-05
S1228Y-GA-06
S1228Y-GA-07
S1228Y-GA-08
S1228Y-GA-09
S1228Y-GA-10
S1228Y-GA-11
S1228Y-GA-12
S1228Y-GA-13
S1228Y-GA-14
S1228Y-GA-15
S1228Y-GA-16
S1228Y-GA-17
S1228Y-GA-18
S1228Y-GA-19
S1228Y-GA-20
S1228Y-GA-21
S1228Y-GA-22
S1228Y-GA-23
S1228Y-GA-24
S1228Y-GA-25
S1228Y-GA-26
S1228Y-GA-27
S1228Y-GA-28
S1228Y-GA-29
S1228Y-GA-30
S1228Y-GA-31
S1228Y-GA-32
S1228Y-GA-33
S1228Y-GA-34
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